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Multiple Protection Assures Total Operation Safety

If a problem should occur during operation, the circuit
breaker immediately shuts off the power to protect the unit
and any connected components from possible damage.

@ When the combined load of
connected equipment exceeds
the maximum rated output
power (1200 VA for 230 V AC
version or 1000 VA for 120 V
AC version), the meter function
selector LEDs flash as a
warning indication.

® When input current overload
occurs, the circuit protector
shuts off the power. Reduce the connected load and turn power
on again.

Assembly with protection circuitry

© In case of momentary power overload such as caused by
inrush current when a component is switched on or when a
power amplifier reproduces a peak passage in the music, a
current limiter becomes active to ensure safe use.

O When DC voltage is detected in the output due to an

@ When the temperature of the internal heat sink or power
transformer becomes too high, the circuitry is automatically
shut down.

Strong Power Supply With High-Efficiency Toroidal
Transformer and Large Filtering Capacitors
(47,000 uF x2)

The power transformer plays a vital role in any power
supply. The PS-1220 uses a large toroidal type rated for
1500 VA. Toroidal power transformers have large-gauge
copper wiring on a donut-shaped core, resulting in very
low impedance and high efficiency.

Total of Eight AC Outlets

Eight AC outlets on the rear panel of the unit provide
ample capacity to connect for example a CD player,
preamplifier, power amplifier, and other A/V components,
up to the combined maximum rated power consumption
(1200 VA for 230 V AC version or 1000 VA for 120 V AC
version). The low output impedance of each outlet means

Toroidal transformer

that all operate under the same conditions, so there will
be no difference in sound quality, regardless of which
outlet is chosen.

4 N
PS-1220 Meter (Power) Indication and Load

The power consumption of electrical equipment, as indicated on the equipment itself and in
catalogs and other documentation according to legal requirements, is usually given in watts
(W). This figure represents the so-called effective power. However, the actual power drawn by
the equipment is larger than the effective power. This is called the apparent power which is
calculated by multiplying the applied voltage (230 V or 120 V) with the actual current. The unit
for apparent power is VA (Volt-Ampere).

Since the value shown by the meter of the PS-1220 is the apparent power, the reading will be

higher than the power consumption (W) given in catalogs and specification sheets.

@ The rated power limit of the PS-1220 is 1200 VA for the 230 V AC version and 1000 VA for
the 120 V AC version. When deciding on equipment to be connected, select components
so that the total remains within these limits, and check actual power consumption using the
meter.

operation problem or when the output voltage exceeds the
maximum rating, the output is switched off to protect
connected components.

Filtering capacitors

Meter of 120 V
AC version

H Front Panel
(The photograph shows the 230 V version.)

cLean power $upply DS-1NO0

@ In case of overload, the meter function selector LEDs flash. Reduce the load by reducing
the number of connected components until the LEDs stop flashing and stay constantly lit.

@ The power consumption of integrated amplifiers and power amplifiers varies considerably
depending on the actual audio output. After connecting such equipment, perform playback
and verify that power consumption does not exceed the maximum rating when peaks in the
music are reproduced at high volume levels.
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ARANTEED SPECIFICATIONS

120 V version
1,000 VA (continuous)

Output connectors of 120 V AC version

M Rear Panel
*
(The photograph shows the 230 V version.) ?

230 V version
1,200 VA (continuous)

Rated output capacity

Rated output voltage 120 VAC £1.5V 230 VAC 3V
Rated output current 8.3A 52A
Output frequency 50 Hz or 60 Hz (identical to input frequency)
Instantaneous peak current capacity 120 A 60 A
Output waveform THD 0.1% or less

Rated input voltage 120 VAC ‘ 230 VAC

50 Hz or 60 Hz
60 W
Natural air cooling

Input frequency

No-load power consumption
Cooling principle

Meter

0-1200 VA

VEILUEALHERE The meter function selector LEDs flash when an overload occurs.

VOLTAGE INPUT/OUTPUT
(green zone of scale)

DISTORTION INPUT/OUTPUT
AUTO MONITOR

120 V AC £5% 230 VAC £5%

0-6%

Automatically switches meter from VOLT-AMPERE to
DISTORTION OUTPUT in 4-second intervals
Width 465 mm  (18-5/16")

Height 243.4 mm (9-9/16")

Depth  500.2 mm (19-11/16")

41.2 kg (90.8 Ibs.) net
50.0 kg (110.2 Ibs.) in shipping carton

OOutput connectors (AC outlets)*
GAC power connector®

OMeter (Output power, input/output voltage, input/output dis!ortion)*
@Power switch/circuit protector
OMeter operation selector buttons
VOLT AMPERE (VA) VOLTAGE INPUT/OUTPUT (V)
DISTORTION INPUT/OUTPUT (%) AUTO-MONITOR

Maximum Dimensions

Mass

Remark
% The 230 VAC and 120 V AC versions of the PS-1220 differ regarding meter voltage indication, AC output connector shape, supplied power cord, etc. Make sure that you have the correct version.

A\

Caution

* The PS-1220 is available in 230 V AC and 120 V AC versions. The actual allowable voltage is indicated next to the AC power connectors on the rear panel. Be sure to check this
indication before using the PS-1220.

* This product can be used only on a regular household AC circuit rated for 230 V or 120 V AC, 50/60 Hz. Using the product with portable AC generators, airplane or ship power
generators or other types of power sources is not possible.

* This product is designed to improve the quality of AC power supplied to audio or video components. Do not use it to power industrial type equipment or common household electrical
appliances.

* Do not use this unit for powering equipment where failure incurs a risk of injury or fatal accidents (medical equipment, aviation equipment, traffic control equipment, furnace and heating
control equipment, safety devices, etc.). Accuphase will not be liable for any problem occurring due to use of the PS-1220 with the above type of equipment.

[l Supplied accessories: + AC power cord]
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